Thesis
Investigation Of Multilayer Films For Packaging

Author: Reeta Karki

Supervisor: Mariann Holmberg

Degree Programme: Plastics Technology

Date: 06.04.2016
ABSTRACT

Arcada

Degree Programme: Plastics Technology

Identification number: 4553

Author: Reeta Karki

Title: Investigation Of Multilayer Films For Packaging

Supervisor (Arcada): Mariann Holmberg

Commissioned by: Rani Plast Oy

Abstract:

Three different methods were used in the investigation of multilayer films by using UV-Vis spectroscopy, artificial sunlight lamp and testometric tensile testing machine. Eleven kinds of multilayer films with different thicknesses and layers were tested by UV-Vis spectroscopy and radiation test was done by artificial sunlight lamp. Again the same samples were examined by UV-Vis spectroscopy. At last all the samples were tested by tensile test machine. After the experiment all the samples were found to be UV protected. Generally, the samples were divided into two parts i.e. transparent and opaque multilayer films. All the samples were observed unchanged visibly after radiation test but when the same samples were again tested by UV-Vis spectroscopy then all the transparent films were found affected in UV region (190-380) nm by the radiation of artificial sunlight lamp whereas opaque films (B, C and D) indicated insignificant changes. Likewise opaque and printed films (E and F) were also affected by radiation slightly. The reasons for these changes were not highlighted in this thesis because the composition of the samples was mysterious. Another work could continue to find out the details of these changes by the future researcher. Furthermore the tensile test results showed that the transparent films were more flexible and had less tensile strength in compared to opaque films. The possible sources of errors may involve in the method of sample preparation and the random errors during the repeatable procedure. Similarly it was a tough task to make a sample with specific length and width where fine and smooth edge was must. As there was not any particular tool to make the sample, scissor and scalpel was used. At last it was realized that the design of the testometric material testing machine was not suitable for this kind of experiment.

Number of pages: 56

Language: English

Date of acceptance: 06.04.2016
Table of Contents

1. INTRODUCTION .................................................................................................................6
   Aim .................................................................................................................................. 6
   Research questions ......................................................................................................... 6

2. LITERATURE REVIEW ....................................................................................................7
   2.1 Co-extrusion method ................................................................................................. 7
   2.2 Blown film extrusion ................................................................................................. 8
   2.3 Spraying method ....................................................................................................... 9

3. PROPERTIES ..................................................................................................................10

4. APPLICATIONS OF MULTILAYER FILM ......................................................................14

5. SPECTROSCOPIC ANALYSIS METHODS BY UV-VIS AND OPTICAL PROPERTIES ......16
   5.1 Types of bonds in the actual polymers ..................................................................... 18
   5.2 Optical properties and applications of multilayer films ............................................ 20

6. INSTRUMENTATION AND WORKING OF UV-VIS SPECTROSCOPY .......................20

7. ARTIFICIAL SUNLIGHT LAMP ......................................................................................22

8. TESTOMETRIC MATERIAL TESTING MACHINE .........................................................22

9. DEGRADATION OF POLYMERS BY RADIATION AND AGING .............................24
   9.1 Additives to prevent aging of polymers .................................................................... 25

10. EXPERIMENTAL (EQUIPMENTS, MATERIALS, CHEMICALS AND METHODS) .......26
    10.1 Equipment ............................................................................................................... 26
    10.2 Material ................................................................................................................ 26
    10.3 Chemical ............................................................................................................... 26
    10.4 Methods [Experimental Part] ................................................................................ 27

11. RESULTS ......................................................................................................................28

12. DISCUSSION ................................................................................................................29

13. CONCLUSIONS ..........................................................................................................30

REFERENCES ...................................................................................................................31

TABLES ..........................................................................................................................34
Table 1: Description of radiation ......................................................................................34

FIGURES ........................................................................................................................35

APPENDIX/APPENDICES ............................................................................................53
Abbreviations

1. LDPE: Low density polyethylene
2. LLDPE: Linear low density polyethylene
3. HDPE: High density polyethylene
4. PVC: Poly vinyl chloride
5. PET: Polyethylene terephthalate
6. EVOH: Ethylene vinyl alcohol
7. PS: Polystyrene
8. PP: Polypropylene
9. PA: Polyamide
10. PMMA: Poly methyl methacrylate
11. ABS: Acrylonitrile butadiene styrene
12. UV-Vis: Ultraviolet visible
13. WVTR: Water vapor transmission rate
14. RH: Relative humidity
15. HOMO: Highest occupied molecular orbital
16. LUMO: Lowest unoccupied molecular orbital
ACKNOWLEDGEMENTS

This thesis is the last part as completion of my Bachelor’s Degree in Plastics Technology at Arcada UAS. The topic of this thesis is associated to the multilayer films and their analysis by different methods. The main reason for choosing this subject is to pursue higher degree of knowledge in the related field. I have been conducting this research from a very long time and I have experienced that period as very informative and motivating.

I would like to thank Rani Plast Company and especially to Eva Haggblom for providing samples for this project. A special thanks goes to my supervisor Mariann Holmberg. Her valuable insights and guidelines helped me to complete my thesis. I would also like to thank Mirja Andersson, Björn Wiberg, Stewart Makkonen-Craig, Valeria Poliakova, Erland Nyroth and to those who helped me directly and indirectly during my research.

Lastly, I would like to dedicate this thesis to my parents and to my beloved husband. I am always grateful for their support and inspiration.

Helsinki, April 2016

Reeta Karki
1. INTRODUCTION

Plastic films are used in a wide-ranging variety of applications. They are mostly used for food packaging, also to preserve fragrance and tastes. They are used in automotive industries and in agricultural field to protect plants. Furthermore, they are commonly used in shipping bags and they are widely used as trash bags. Consultants are skilled on polymer type and resulting film properties and grade selection for specific applications. Most of the plastics can be made into the film. Some of them are low-density polyethylene (LDPE), linear low-density polyethylene (LLDPE), high-density polyethylene (HDPE), polyvinyl chloride (PVC), polyethylene terephthalate (PET) and others. Each of them has a unique combination of properties that makes it deal for certain applications. [1]

Combining two or more polymer into a single film makes multilayer film. These kinds of films are mostly used in food packaging. When the required properties cannot be found in a particular polymer then multilayer films are produced for the needed properties. The combination of different polymers helps in reducing the process steps, cost and time. High strength product can be produced with good moisture and aroma barrier. Likewise, they are resistance to acid and alkalis. With these benefits of multilayer film, it has also a lot of challenges like to select and combine the materials and to get the preferred properties. [2]

The multilayer films that are used in this project for the practical work are offered by the Rani Plast Company that is one of the Nordic region’s leading suppliers of plastic packaging films. The company was founded in 1995. They produced plastic films for agriculture, industry and processor that are prepared by the modern technology and advanced management system.

Aim

The main aim of the thesis is to make research and to produce overview properties of multilayer films where two or more different or similar kinds of the polymer are combined to make a single film i.e. multilayer film. It is mainly concern to make research on radiation and to find the mechanical properties of films that are tested by the tensile test as well as the impact analysis by UV-Vis. The function of plastic film is to wrap the products and to protect it from deteriorating and spoiling.

Research questions

- What are the impacts of artificial sunlight lamp in multilayer films?
- How do UV-Vis spectroscopy and tensile test method helps in determining the quality of multilayer films?
2. LITERATURE REVIEW

The plastic film can be manufactured by blown film extrusion method and co-extrusion method. These are the suitable procedure to produce multilayer films and co-injection stretch blow moulding process is used for multilayer bottle. Similarly, extrusion lamination is used to make a multilayer film in which the material itself is totally different not only its properties. The common methods for multilayer films manufacture are described below:

2.1 Co-extrusion method

Co-Extrusion is the process of pressing two or more materials through same die. The properties vary as the two plastics are combined. This method has opened new areas for material engineering and it has solved the previous problems that have arisen due to old process. It also reduces the cost of manufacture by using the recycled and reground scrap. This process can be seen in projects as varied as tubing and structural components or air blown food containers.

In this process the solid plastics pellets are gravity fed where the pellets are melt and feed the materials into a die. Co-extrusion involves multiple extruders forming layer. Even sometimes more than five materials are used in single cycle. It is different from ordinary plastic melting, where each plastic maintains its original properties, but is merged into compound material part. The end result is homogeneous product if mixed prior to extrusion.

Some polymers do not adhere to others and those polymers are not suitable for co-extrusion. But if the conductive middle layer is introduced this problem can be solved. Plastics with high difference in melting point are also unsuitable for co-extrusion. Also PVC and acetals should not be coextruded together because of high risk of violent reactions. A co-extrusion film application helps in oxygen permeability, strength, stiffness and wears resistance. The figure 1 below describes the co-extrusion process for multilayer films. Two hoppers are shown in the figure below for two different polymer resins. These two polymers are coextruded in a die and then it comes out as a film. The co-extrusion process offers strong adhesion between base and adhesive layers. After co-extrusion, it is cooled and winding. [2]
2.2 Blown film extrusion method

Blown film extrusion is one of the most common methods of film manufacture. This involves extrusion through a circular die. The main advantages of manufacturing film by blown film extrusion include ability to:

- Produce both flat and gusseted tubing in a solo operation.
- Controlling of the volume of air that is in the bubble, output of extruder and speed of the haul off to regulate width and thickness of film.
- It eliminates end effects.
- It allows the uniformity of mechanical properties.
- Used for the manufacture of co-extruder and multilayer films for food packaging.

In the process the plastic melt is extruded vertically for the formation of thin walled tube. From the center of the die hole the air is introduced to blow up the tube like balloon. On the top of the die, a high-speed air ring is mounted that blows onto the hot film to cool it. The tube of film is then move upwards cooling continuously and the tube is flattened to create ‘lay-flat’ tube of film. The lay flat tube is again taken to extrusion tower through more rollers. After the process they are kept as such or they are slit off to produce two flat sheets. The expansion ratio between die and blown tube of film would be 1.5 to 4 times.

The material used in the process is mostly polyethylene like HDPE, LDPE, and LLDPE. Despite of that other blends and resins are also used. Applications of blown film extrusion are industry packaging, consumer packaging, laminating film and barrier film. Three layers of multilayers film can be formed from the following blown film extrusion shown in fig 2. In fig 2: A, B and C are assumed to be three hoppers where 3 different or similar kinds of polymer
pellets can feed. The co-extruded blown film is blown keeping the molecular location in the direction of operating machine. Then the bubble of the film is cut at a specific angle by a spiral-cutting machine. Multilayers of the spiral films are laminated together with orientations at opposite angles. Then the molecules of the final products are isotropically positioned to improve the strength of the film. [4]

![Figure 2: Blown film extrusion][4]

### 2.3 Spraying method

An open mould with hand lay up is used in the spraying method. This method is used to make films by composite materials. A gel coat is applied on the surface of the mould. The resin and the reinforcing material are sprayed together into the mould from a gun that chops the reinforcing fibers into short length and mixes them with the catalyzed resin. Then the mixture is rolled to make the surface smooth. Due to the robotically controlled guns and rollers, the production rate can be higher than that of hand lay-up. This method is especially used to make plastic shower stalls, bathtubs and others. When this method is used the factory must be dealt with the adverse effect of overspray on air quality. Two methods are shown in figure 3 i.e. hand lay up and spray lay up. There is only one difference between two of them. Brush is used in hand lay-up for coating whereas cutter and spray gun is used for coating in spray lay-up. Spray lay-up method is a better choice to produce many products in a short period. [3]
Figure 3: Spray-up moulding of a reinforced thermosetting plastic part [4]

3. PROPERTIES

Every polymer has very distinctive characteristics and the classification of the polymer is based upon the physical related to heating. The majority of the manufactured polymers are thermoplastic which soften on heating and become firm on cooling. Thermosets are softening on heating and can be moulded but hardened permanently. They decompose on reheating. For e.g. Bakelite, which is used in toasters and handle for pots and pans. The physical properties of the polymer like strength and flexibility depends on chain length, side group, branching and cross-linking.

When two or more properties cannot found in a single material then diverse material are used in design to make a complete final product. Things like paper, aluminum foil, metal, plastic and other materials can be combined to make a multilayer structure. It is not necessary to be the same kind of material but the factors like time, cost, production method and manpower plays a vital role. The main purpose of manufacturing a new product for the customer is to provide a new and unique design with low cost. It is the primary thing that every customer wants at first and the secondary thing includes its strength, lifetime and most of the time color of the product also matters depending on the kind of object inside it. On the other hand, the manufacturing process of multilayer structure can be fairly similar to most of the products but it is not exactly the same, it depends on the type of the design. For e.g. for meat packaging, films with good barrier properties of oxygen and water vapor are combined. The suitable combination for meat packaging is PA/PE. PA is comparatively oxygen proof but permeable to some extend to water vapour whereas PE has the opposite properties, i.e. water vapour proof but permeable to oxygen. This is the simplest structure of multilayer film. The table 1 shows the permeability of water vapour and oxygen in some main barrier plastics.

[5][6]
Table 1: Relative properties of the main barrier plastics [7]

<table>
<thead>
<tr>
<th>Plastic Material</th>
<th>Water Vapour</th>
<th>Oxygen</th>
</tr>
</thead>
<tbody>
<tr>
<td>High-Density Polyethylene (HDPE)</td>
<td>Very good</td>
<td>Poor</td>
</tr>
<tr>
<td>Ethylene-Vinyl Alcohol (EVOH)</td>
<td>Absorbs water</td>
<td>Excellent</td>
</tr>
<tr>
<td>Poly Vinyl chloride (PVC)</td>
<td>Excellent</td>
<td>Very good</td>
</tr>
<tr>
<td>Polystyrene (PS)</td>
<td>Poor</td>
<td>Poor</td>
</tr>
<tr>
<td>Polyethylene (LDPE)</td>
<td>Relatively impermeable</td>
<td>Relatively Permeable</td>
</tr>
<tr>
<td>Polypropylene (PP)</td>
<td>Relatively impermeable</td>
<td>Relatively Permeable</td>
</tr>
<tr>
<td>Polyester (PET)</td>
<td>Relatively impermeable</td>
<td>Average</td>
</tr>
<tr>
<td>Polyamide (PA)</td>
<td>Relatively Permeable</td>
<td>Relatively impermeable</td>
</tr>
<tr>
<td>Polyvinylidene Chloride (PVDC)</td>
<td>Excellent</td>
<td>Excellent</td>
</tr>
</tbody>
</table>

The above table shows that the PS is not good as barrier plastic because of the poor nature in permeability of water vapour and oxygen. The finest polymers that can be used as main barrier plastics are PVDC and PVC. EVOH absorbs water and it is outstanding in permeable of oxygen while HDPE is very good in permeability of water vapour but poor in oxygen permeable. Similarly, LDPE is relatively impermeable of water vapour and relatively permeable of oxygen.

The main function of the films is to keep dry products dry and moist products moist. Hence protective packaging is most important for the quality of goods. As mentioned above, a barrier to moisture and gases is needed for many packs. Therefore, the different barrier amounts of commonly used polymers that show the permeability’s to water vapour and oxygen are illustrated in figure 4 below:
Figure 4. Permeabilities to water vapour and oxygen of some base material [7]

Note that log scales have been used. Water vapour transmission rate (WVTR) is a measure of the permeability of a material to moisture and in above figure the lower the figure, the better the barrier. WVTR is a standard measurement test to determine the lifespan of the product and it helps to decide the quality of food so as to improve the storage. Water vapour transmission rate (WVTR) values are given in tropical conditions of 38°C and 90% relative humidity (RH), an industry standard. In normal ambient conditions (23°C and 50% RH) the actual WVTR would be about 75% lower.

Note that the above values are only illustrative and the actual permeability will depend on the precise grade, thickness and the final structure in which the material is used. Material thicknesses used for the examples are shown in Table 2.
Table 2: Typical thickness of some commonly used base materials [7]

<table>
<thead>
<tr>
<th>Abbreviation</th>
<th>Material</th>
<th>Thickness (microns)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Met. OPP</td>
<td>Metallised oriented polypropylene</td>
<td>20</td>
</tr>
<tr>
<td>Met. OPET</td>
<td>Metallised oriented polyethylene terephthalate (polyester)</td>
<td>12</td>
</tr>
<tr>
<td>LDPE</td>
<td>Low density polyethylene</td>
<td>25–100</td>
</tr>
<tr>
<td>OPP</td>
<td>Oriented polypropylene</td>
<td>15–50</td>
</tr>
<tr>
<td>OPA</td>
<td>Oriented polyamide</td>
<td>12–30</td>
</tr>
<tr>
<td>OPET</td>
<td>Oriented polyethylene terephthalate (polyester)</td>
<td>12–50</td>
</tr>
<tr>
<td>PVdC OPP</td>
<td>Polyvinylidene chloride-coated oriented Polypropylene</td>
<td>32</td>
</tr>
<tr>
<td>EVOH</td>
<td>Ethylene vinyl alcohol</td>
<td>2–10</td>
</tr>
</tbody>
</table>

The thickness of the film may vary from place to place. Table 2 shows that the thickness of low-density polyethylene (LDPE) is in the range of 25 - 100 microns i.e. 0.025 - 0.1mm. The samples of PE films (unknown whether they are LDPE or HDPE) that are provided by the company have the similar thickness as in table 2. The thicknesses of PE films are shown below in table 3.

Table 3: Thickness of commonly used LDPE and PE films used in this project

<table>
<thead>
<tr>
<th>Samples</th>
<th>Layers</th>
<th>Thickness (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>B (PE)</td>
<td>3</td>
<td>0.065</td>
</tr>
<tr>
<td>C (PE)</td>
<td>3</td>
<td>0.471</td>
</tr>
<tr>
<td>F (PE)</td>
<td>3</td>
<td>0.123</td>
</tr>
<tr>
<td>G (PE)</td>
<td>1</td>
<td>0.026</td>
</tr>
<tr>
<td>H (PE)</td>
<td>3</td>
<td>0.05</td>
</tr>
<tr>
<td>I (PE)</td>
<td>3</td>
<td>0.065</td>
</tr>
<tr>
<td>J (PE)</td>
<td>3</td>
<td>0.024</td>
</tr>
<tr>
<td>K (PE)</td>
<td>3</td>
<td>0.029</td>
</tr>
<tr>
<td>Commonly used LDPE (theory)</td>
<td>Unknown</td>
<td>0.025 - 0.1</td>
</tr>
</tbody>
</table>

The samples that are listed in table 3 does not clearly classify whether they are HDPE or LDPE but by comparing their thicknesses with commonly used LDPE thickness it can be predict that they all might be LDPE. All the samples thicknesses lies in between the estimated value except sample F and J. Sample F is a polyethylene with 3 layers has 0.123 mm
thickness and sample J is also a polyethylene with the same layers that has 0.124 mm thickness. There is not much huge difference between these two polymers and the assessed minimum thickness of LDPE.

Though polyethylene plays a dominant role in making films, there are also other polymers that are used in making multilayer films or single layer films. Most of the samples i.e. multilayer films that are provided by the Rani Plast Company are made from polyethylene (PE). There are also other few polymers that are used in making samples like PET and PP but the attractive part is they are again used with PE. The thicknesses of PET/PE, PP/PE and unknown samples are described in the experimental part 13.2 (Material).

4. APPLICATIONS OF MULTILAYER FILM

Most of the plastics can be made into film. Some of them are low-density polyethylene (LDPE), linear low-density polyethylene (LLDPE), high-density polyethylene (HDPE), polyvinyl chloride (PVC), polyethylene terephthalate (PET) and others. Each of them has unique combination of properties that makes it deal for certain applications. Plastic film can be colored by using additives if needed but most of the plastic film used for packaging is clear and transparent. Primarily, packaging purposes are divided into food packaging, non-food packaging and other packaging but it can vary by color, thickness and resin. Despite the fact that other polymers can also be used for packaging purposes, it has been seen that polyethylene plays a dominant role. The latest figures for packaging could not find so old statistics are written below.

a. Food packaging: It is a true fact that LDPE is used for food packaging. Food packaging film is used in stores for fruits and other groceries as well as candy and non-frozen baked goods. For food packaging film, LDPE accounts for 65.5% of the total with LLDPE making up 25.6% and HDPE making up 9.6% in 1995.

b. Non-food packaging: It includes agricultural field, medical field and industrial field. LDPE comprises 54.9%, LLDPE involves 35.5% and HDPE includes 9.6%. The given data is obtained before 21 years ago i.e. 1995.

c. Other packaging: In 1995, data compiled by modern plastics shows that LLDPE is most used in stretch wrap i.e. 74.7% whereas LDPE shrink comprises 17.9% and LDPE stretch comprises 7.4%. Also, it has been found that the data has been not available for HDPE. [1]

There are different plastic resins with which plastic film can be made. Following are the description of commonly used resins with their properties and applications in which they are mostly used.

1. Low Density Polyethylene (LDPE): It is popular for its high clarity, ease of processing and high gloss. Other properties of LDPE and LLDPE are similar to each other i.e. both have good clarity, are good moisture barriers and fair gas barriers, can be heat-sealed and are strong and highly flexible. The key applications of LDPE are
overwrap film for tissues; film for bakery goods, meat, frozen foods, non-food packaging and shrink-wrap. Its recycling number is 4. [1] [10]

2. Linear Low Density Polyethylene (LLDPE): The properties of LLDPE is quite similar to LDPE which was discussed above and the other specific reasons for choosing LLDPE are due to its tensile and impact strength as well as its heat sealability. They are used to make pouches, toys, covers, lids, pipes, buckets, containers, covering of cables and varieties of plastic bags. [1] [10]

3. Polypropylene (PP): PP is recognized for its tremendous moisture barrier characteristics, high gloss and good tensile strength. Due to its high melting point i.e. 130 °C it is chosen for those kinds of packages that requires sterilization at high temperature. PP alone cannot be used for meat packaging because it has poor gas barrier properties. PP are commonly is used to package such things as cigarettes, candy, snack foods, bakery products, cheese and sanitary goods. It also can be found in shrink-wrap, tape, tobacco wrap, diaper cover stock and the sterile wrap used in hospitals and other medical care facilities. Its recycling number is 5. [1] [10]

4. Poly Vinyl Chloride (PVC): PVC is very strong and rigid polymer and the special features includes, it is resistant to variety of acids and bases but it may be damaged by some solvents and chlorinated hydrocarbons. They are mostly used for water, gas and drainage systems but not working in hot water systems. They are found in some bags and liners, adhesive tape, labels, blood bags. Similarly, they are widely used for the packaging of fresh red meats due to its semipermeable nature that helps to keep the meat fresh and red by letting required amount of oxygen. Its recycling number is 3. [1] [11]

5. Polyethylene Terephthalate (PET): PET has a very good thermal and mechanical properties and it can be clear or pigmented that is why it has many applications such as x-ray film, camera film, audio recording film, video recording film, drafting film, solar control film, overheads ink jet film, labels, tobacco wrap, cigarette wrap and metallized bags. Its recycling number is 1. [1][10]

6. High Density Polyethylene (HDPE): HDPE belongs under PE group so it has many applications same as LDPE and LLDPE. The main property of HDPE involves its toughness and puncture resistance as well as it has a good moisture barrier. HDPE film is used in bakery bags, carton and box liners, cereal and cake, mix bags, shipping sacks, industrial liners, retail bags, grocery sacks, T-shirt bags, trash bags and liners, agricultural film, construction film and envelope material, as well as many other products and packages. Its recycling number is 2. [1][10]
7. Polyvinylidene Chloride (PVDC): Normally PVDC is used with other materials to make a multilayer film like PP due to its excellent moisture and gas barrier properties. Likewise it is resistant to grease and oil therefore it can be used for household wrap. Its trade name is Saran™. [1][12]

8. Ethylene Vinyl Alcohol (EVOH): EVOH has an excellent gas barrier properties but it looses its properties when it is exposed to moisture. This is reason why it is not used alone; it is commonly used with PE that has good moisture barrier properties. EVOH is typically used for making multilayer films. One example is packaging for fresh pastas, which require high nitrogen, high carbon dioxide atmosphere in order to stay fresh and extend their cooler life. EVOH may be selected for this package because it can keep the nitrogen and carbon dioxide inside the package and oxygen outside. (PVDC may be used in similar applications.) [1]

9. Polyamide (PA): Polyamide has relatively high melting point and it has good oxygen barrier properties. Its properties include toughness and durability. Therefore, polyamide can be used in microwave cooking applications and it acts as a perfect packaging material into cheese packaging because it does not allow oxygen into the package (which would spoil the cheese) but does allow carbon dioxide out (which, if trapped inside the package, would cause it to balloon). [1][13]

10. Ethylene Vinyl Acetate (EVA): It is also known as polyethylene vinyl acetate (PEVA). Normally, it is not used alone. It is used with some other polymer like PE to make a multilayer film. It has excellent adhesion, is inert and has good flex crack resistance and good heat-sealing properties. EVA is used to make boxed wine, juices and soft drink syrups. [1]

11. Polystyrene (PS): Polystyrene has a very broad range of properties including versatility, rigidity, clarity and brittleness. It has a poor barrier to oxygen and water vapour so it is less used for packaging, automobiles, toys, electronics and disposables. It is seldom recycled and its recycling number is 6. [13]

5. SPECTROSCOPIC ANALYSIS METHODS BY UV-VIS AND OPTICAL PROPERTIES

Spectroscopy is a technique that uses interaction of energy with a sample to perform an analysis. It is the wide area through which almost all of the analysis can be done. It is used in laboratories, industries, forensic lab, hospitals etc. It plays a great role in science and development. It is also used to measure the intensity of light or the wavelength of that the specimen absorbs. Hence, Spectroscopy is ever advancing in technology and their uses are countless. There are different kinds of spectrosopies as there are energy sources. Some of them are X-ray spectroscopy, Raman spectroscopy, IR spectroscopy, UV-VIS spectroscopy,
Laser spectroscopy and many more. UV-Vis spectroscopic analysis method is described below.

**UV-Vis spectroscopy:** UV-visible spectroscopy is also known as electronic spectroscopy. Every time a molecule has a bond, the atoms in a bond have their atomic orbitals merged to form molecular orbitals, which can be occupied by electrons of different energy levels. Ground state molecular orbitals can be excited to anti-bonding molecular orbitals.

The electrons in a molecule can be of one of three types: namely $\sigma$ (single bond), $\pi$ (multiple-bond), or non-bonding (n- caused by lone pairs). These electrons when imparted with energy in the form of light radiation get excited from the highest occupied molecular orbital (HOMO) to the lowest unoccupied molecular orbital (LUMO) and the resulting species is known as the excited state or anti-bonding state.

1. $\sigma$-bond electrons have the lowest energy level and are the most stable bonds. These would require a lot of energy to be displaced to higher energy levels. As a result these electrons generally absorb light in the lower wavelengths of the ultraviolet light and these transitions are rare.
2. $\pi$-bond electrons have much higher energy levels for the ground state. These electrons are therefore relatively unstable and can be excited more easily and would require lesser energy for excitation. These electrons would therefore absorb energy in the ultraviolet and visible light radiations.
3. $n$-electrons or non-bonding electrons are generally electrons belonging to lone pairs of atoms. These are of higher energy levels than $\pi$-electrons and can be excited by ultraviolet and visible light as well.

Most of the absorption in the ultraviolet-visible spectroscopy occurs due to $\pi$-electron transitions or $n$-electron transitions. Each electronic state is well defined for a particular system i.e. a double bond in 2-butene would have a particular energy level for the $\pi$-electrons which when absorbs a specific (or quantized) amount of energy would get excited to the $\pi^*$ energy level for the electrons. Absorption may be presented as transmittance ($T = I/I_0$) or absorbance ($A = \log I_0/I$), where $I$ represent the intensity of light passing through the sample cell and $I_0$ is the intensity of light passing through the reference cell. [14]
Figure 5: Different transitions between the bonding and anti-bonding electronic states when light energy is absorbed in UV-Visible Spectroscopy [14]

5.1 Types of bonds in the actual polymers

a)

![Diagram of C=C bond]

Figure 6: Ethylene (C₂H₄) [15]

It has two kinds of bonds. σ bond is formed in H-C whereas both σ and π bonds are formed in C=C.

b)

![Diagram of Polyethylene]

Figure 7: Polyethylene [15]

Polyethylene has σ bonds.
c)

\[
\begin{align*}
   &\text{CH}_3 \\
   &\text{H} \\
   &\text{C} = \text{C} \\
   &\text{H} \\
   &\text{H}
\end{align*}
\]

Figure 8: Propene (Propylene) [16]

Propene has both σ and π bonds in C=C and π bond in H-C.

d)

\[
\begin{align*}
   &\text{CH}_3 \\
   &\text{H} \\
   &\text{C} \\
   &\text{C} \\
   &\text{H} \\
   &\text{H}
\end{align*}
\]

Figure 9: Polypropene (Polypropylene) [16]

Polypropene has σ bonds. The structure of the propene is asymmetrical so it forms the three different structures depending on the structure of methyl groups when polymerized. They are called isotatic, atactic and syndiotatic. The commonly used version is isotactic polypropene.

e)

\[
\begin{align*}
   &\text{O} \\
   &\text{C} \\
   &\text{O} \\
   &\text{C} \\
   &\text{O} \\
   &\text{CH}_2-\text{CH}_2\_n
\end{align*}
\]

Figure 10: Polyethylene Terephthalate [17]

Polyethylene terephthalate has both σ and π bonds. Both σ and π bonds are found in C=O. Similarly, π bonds are found in H-C and C-O.
5.2 Optical properties and applications of multilayer films

Optical properties of polymers include color, clarity, general appearance and more directly measurable properties such as index of refraction. Polymers can be colored by using additives or pigments according to the need. Polymers like polystyrene (PS) and poly methyl methacrylate (PMMA) have the best optical property than that of some glasses. The ability of transmitting light into the material is measured as optical clarity. Polycarbonate (PC) is mostly transparent and it is used to make thin sheets whereas Acrylonitrile butadiene styrene (ABS) is an opaque thermoplastic that possesses a diverse combination of properties. Similarly, colored materials do not show optical clarity. However, for any dye to be effective it must be soluble into plastic and it is best incorporated in the plastic before moulding. The optical properties of polymers can be active and passive depending on their molecular structures. When the polymers used for transmission, reflection and so on, their optical properties does not change with any external force, they are acted as passive material. The polymers whose optical properties can be changed under external forces such as light or electricity are called active material. Insulating polymers are colorless because they do not contain delocalized π-electrons. Amorphous polymers such as polyethylene, polystyrene and poly (methyl methacrylate) are colorless and transparent in visible light because their refractive index are close to air and does not contain easily delocalized π-electrons. The refractive index of polymer depends on their chemical structure and conformation. The polymer containing aromatic ring has flatter structure than that of aliphatic polymer with ease of packaging conformation that can exhibit higher refractive index. [18][19]

Multilayer films do not improve the optical properties but they block the optical properties. If they are plastic thin sheets then they have many applications.

Optical application includes dimensional ability, scratch resistance, temperature limitation, weatherability and water absorption. [18]

6. INSTRUMENTATION AND WORKING OF UV-VIS SPECTROSCOPY

UV- Vis spectrometer operates on the double beam principle, with one beam passing through the sample and the other passing a reference cell. Both solid and liquid samples can be tested in UV-Vis spectroscopy. Sample holders are different for liquid sample and films. Liquid samples are normally placed in cells constructed with UV-Vis transparent materials like quartz, glass and plastic. Therefore three factors have to be consider while preparing the solid samples for UV-Vis spectroscopy i.e. type of cell, concentration of the solution and which solvent to use. Similarly, the solid samples like plastic films are placed directly into the sample holder compartment. Anyway the working principle is same for both kinds of samples. It has two lamps, one emitting in the UV range of 190 to 350 nm i.e. Deuterium lamp and other one is for visible part of the spectroscopic range 330 to 2700 nm i.e. Halogen
lamp. The light from the source passes through the monochromator that consists of a prism or grafting for breaking down the beam into its component wavelengths and allowing one wavelength at a wave to pass through. The light emerging from the monochromator is then again divided into two beams with equal intensity; one beam passing through the sample and other one is passing through the reference cell. After passing through the cells, the light arrives at the detector, which gives the result and shows the graph of absorbance / T% versus wavelength. [20]

Figure 11: UV-Vis spectrometer is shown along with sample stage for films that comprise of a sample holder and a reference holder [21]
7. ARTIFICIAL SUNLIGHT LAMP

The artificial sunlight lamp that is known as SolarConstant 1200 is a laboratory device to stimulate the so-called global radiation. The main purpose of designing this device is to help in the field of research and development. It has an exposed area of either 150 mm x 150 mm with a uniformity of \( \leq +/-3\% \) within exposed area or 300 mm x 200 mm with a uniformity of \( \leq +/-5\% \) within exposed area. The basic components of the Solar Test 1200 system are the radiation unit, the power supply and the control unit. The radiation source is installed in the lamp house that includes the parabolic segment reflector system. The reflectors are made of anodised aluminium. The combination of lamp, reflector and filter offers a very special distribution that is very close to the natural sunlight. The EPS-Modul 1200 is an electronic supply that reduces the modulation of the radiation to less than 1% and control the intensity. The details of this instrument can be found in the appendices below. [22]

8. TESTOMETRIC MATERIAL TESTING MACHINE

Mechanical testing is defined as a test for determining the mechanical property of materials such as hardness, strength and impact toughness. In addition, materials can be subjected to various kinds of loads like tension and compression. During manufacture and assembly of products, there is a wide range of testing and inspection carried out to ensure the materials and items satisfy their specifications or are fit for the required purpose.

Tensile testing is a destructive test process that provides information about the tensile strength; yield strength and ductility of a material. The polymeric material behaves as linear elastic solid for low stresses and strains. The point where the behavior starts to be non-linear is called proportional limit. The maximum in the stress-strain curve is called the yield point and indicates the permanent deformation of the plastics. The most common testing machine used in tensile testing is called universal testing machine. There are four main parameters in machine i.e. force, speed, precision and accuracy. [23]

The testometric material-testing machine used to test the plastic films in this experiment is shown in figure 12.
The stress strain curve is shown in figure 13. The stress is measured in MPa and the strain is measured in percentage (%). The stress needed to break the sample is the tensile strength of the material and stress is a kind of deformation including elongation.
Polymer degradation is a change in properties like tensile strength, molecular weight, color, shape etc. under the influence of external factors such as heat, light, humidity, acids, alkalis and some salts. The undesirable changes that occur in polymer are often termed as aging. When they are aged they become more delicate and break. Polymer aging is useful for recycling/reusing the polymer waste to keep the environment stable. Polymer aging process can be further divided into physical aging, chemical aging and thermal aging. Physical aging is the process of deterioration in quality of polymers due to the factors like light, temperature and others. Thermal aging refers to both chemical and physical processes in polymers that occur at higher temperature. The effects of high UV radiation on plastics are loss of strength, impact resistance and mechanical integrity. Other physical change that occurs in polymers due to the high temperature is thermal expansion. Due to its reversible nature it does not show any significant affect on the life expectancy of polymers but it can have some affect on adhesive joints.

The physical change that occurs in polymers when the radiation is absorbed by the polymers is called weathering and more precisely known as photo oxidation of polymers. The most common plastics like polyethylene (PE) and polypropylene (PP) that is mostly used in agricultural mulch films, greenhouse films, plastic pipes etc. These kinds of polymers lose

**9. DEGRADATION OF POLYMERS BY RADIATION AND AGING**
their extensibility and strength as well as their average molecular weight when they are exposed to high radiation. Thermo oxidative and photo oxidative degradation occurs rather than of direct photolysis.

\[ \text{PH} \rightarrow \text{P}^\circ + \text{H}^\circ \]

The amount of chemical reaction depends on the radiation exposure that is available in the quantity of UV light (<350nm) to which it is exposed. After the production of free radicals, it reacts with oxygen and produces hyper peroxides (POOH).

\[ \text{P}^\circ + \text{O}_2 \rightarrow \text{POO}^\circ \]

\[ \text{POO}^\circ + \text{PH} \rightarrow \text{POOH} + \text{P}^\circ \]

After the formation of these free radicals it can continue to react via propagation reactions long until the initial UV exposure has ended. The formation and propagation of free radicals in itself does not seriously affect the mechanical properties of polymers because they cannot modify the long chain nature of polymer molecules. Degradation of mechanical properties happens due to the production of free radicals that are highly unstable and can easily undergoes chain reaction. The intensity of UV radiation decreases with increasing depth in the material so the reaction takes place to the near surface area. Since the oxygen is involved in the process there is an important balance between UV radiation, oxygen diffusion and temperature that will also determine kinetics of reaction and the transport of reactive species. Under the natural radiation exposure there is wetting, drying and dark periods that results recovery in the material due to the oxygen concentration. In dark periods, the concentration of the radicals reduces so that the oxygen can enter into the greater depth of the material. [25]

**9.1 Additives to prevent aging of polymers**

Additives are the substances that are added to plastics to improve the quality of the product or to prevent the products from aging. When the polymer reacts with oxygen then it causes oxidation. In some cases oxidation is good like in the formation of super durable anodized aluminum but when oxidation takes place in plastics it can cause loss of impact strength, elongation, surface cracks and discoloration. Light colored products are more affected than the black colored products. Likewise, when polymers are exposed to UV light or at high temperature it causes oxidation. Thus antioxidants are used prevent polymers from aging. [26][27]
10. EXPERIMENTAL (EQUIPMENTS, MATERIALS, CHEMICALS AND METHODS)

An experiment is carried out in Arcada UAS lab to investigate the multilayer films provided by the Rani Plast Oy by using three different equipments. The description of the equipments, materials, chemicals and methods are described below:

10.1 Equipments

- UV-Vis Spectrophotometer V-670
- Artificial Sunlight Lamp
- Testo 845- Infrared Thermometer
- Testometric Material Testing Machine

10.2 Materials

Additives used in the films are not known. Eleven kinds of multilayer films are used as sample and the thicknesses of the sample are measured by thickness measuring instrument in plastic lab of Arcada. They are as follows:

- Sample A = PP/PE (5 layers) = 0.043 mm
- Sample B = PE (3 layers) = 0.065 mm
- Sample C = PE (3 layers) = 0.471 mm
- Sample D = Unknown (7 layers) = 0.095 mm
- Sample E = PET/PE (1+ 3 layers) = 0.125 mm
- Sample F = PE (3 layers) = 0.123 mm
- Sample G = PE (1 layer) = 0.026 mm
- Sample H = PE (3 layers) = 0.05 mm
- Sample I = PE (3 layers) = 0.065 mm
- Sample J = PE (3 layers) = 0.024 mm
- Sample K = PE (3 layers) = 0.029 mm

10.3 Chemical

- Ethanol (C₂H₆OH) or (CH₃CH₂OH)
10.4 Methods [Experimental Part]

- **UV-Vis Spectroscopy Test**

First of all the samples were made by cutting it from the polymer films. All the samples were separated and kept in sample plastic bags. All of them were labeled. UV-Vis spectrophotometer was switched on and spectra manager software was opened. All the settings were checked and changed if needed. When the machine was ready, baseline measurement was done to reduce the noises and unwanted peaks in graph. Each sample was cleaned by ethanol and the sample was tested accordingly and the results were shown. The selected wavelength of UV was 190 nm to 800 nm. All the samples were treated by light source. Two lamps were used as a light source. They are Deuterium lamp having wavelength 190 to 350 nm and Halogen lamp having wavelength 330 to 2700 nm. After radiation, again the same process was repeated for all the samples.

- **Radiation Test By Artificial Sunlight Lamp**

After spectroscopy test, again the samples were treated by artificial sunlight lamp. Cutting films into the small pieces made samples. Altogether 55 samples were made of almost equal size; 5 pieces from each film. Then all the samples were kept 100 cm far away from the light and pasted it on the wall that is shown the figure section below from 1 to 3. The maximum intensity of the lamp that was used was 99 and the minimum intensity used was 55 accordingly. All the samples were tested for 30 hours, 6 hours per day. All the details of the test can be found below in table 1. The temperature on the surface of the sample was measured by using the Testo 845- Infrared Thermometer during the test. The minimum temperature was 24°C whereas the maximum temperature was found to be 30°C.

- **Tensile Test**

The third method was the tensile test method to find out the mechanical properties of multilayer films. For this test, Testometric Material Testing Machine of standard ISO 527-1 was used. All the samples were cut into the small pieces with dimension 180*25 mm. 5 samples from each film were tested. All the settings were checked and updated but the thickness of the films were not set because they vary from each other. So, it changed after each film. The upper limit of the grip was 1000 mm whereas the lower limit was 270 mm. Then the specimen is gripped at both ends by an apparatus and tensile stresses are applied at a rate of 50 mm/min until it fractures.
11. RESULTS

Most of the samples that were tested in lab could be used for an outdoor application because they were UV protected. UV-Vis spectroscopy result showed that most of the films were UV resistance whereas the black colored plastic film did not show accurate results. Hence radiation test was performed after UV-Vis spectroscopy.

The radiation experiment was done for 30 hours, 6 hours a day by using artificial sunlight lamp. There were no visible changes in the films after the investigation. The details of the experiment are shown in table 4.

Again the same films were analyzed by UV-Vis spectroscopy test that indicated significant changes in graph of transparent films (A, G, H, I, J and K) while the opaque, colored and printed films (B, C and D) did not show any remarkable changes in the graph but the opaque, white and printed films (E and F) results in loss of transparency by around 50 %.

The results obtained from the tensile test method illustrate the strength of the plastic films. It showed the flexibility, elongation and tensile strength of the material. The samples (B, C, D, E and F) seem to have a very high strength because they did not break at all while performing the experiment whereas other non-colored clear samples (A, G, H, I, J and K) were broken at certain point. Most of the samples prolonged up to the maximum upper limit i.e. 1000 mm of the machine but some of them discontinued in the middle of the experiment due to the random errors during repeatable procedure. The graphs of the experimental results of tensile test method are found in the figures section below.

Table 4: Outcomes of radiation test

<table>
<thead>
<tr>
<th>Samples</th>
<th>Total Hours</th>
<th>Changes Seen From Naked Eyes</th>
<th>Changes Seen After Radiation By UV-Vis Spectroscopy Test</th>
</tr>
</thead>
<tbody>
<tr>
<td>B, C and D</td>
<td>30</td>
<td>No Changes [See Fig 1]</td>
<td>Insignificant Changes [See Fig 5]</td>
</tr>
<tr>
<td>A, G, H, I, J and K</td>
<td>30</td>
<td>No Changes [See Fig 1]</td>
<td>Significant Changes [See Fig 3]</td>
</tr>
<tr>
<td>E and F</td>
<td>30</td>
<td>No Changes [See Fig 1]</td>
<td>Notable Changes [See Fig 7]</td>
</tr>
</tbody>
</table>

From the above table it can be concluded that almost all the samples were degraded chemically by the radiation of artificial sunlight lamp to some extent.
12. DISCUSSION

All the multilayer films that were provided by the Raniplast Company were found to be UV protected. The common films when exposed to ultraviolet radiation may result in loss of transparency, yellowing and reduction in mechanical properties but certain kinds of multilayer films are UV protected as well as they are equally durable.

The amount of additives, plasticizers, chemicals and colors that are used in the samples were not known but it could be assumed that they played a vital role in the manufacturing process of multilayer films. From the above results, it was found that all the translucent films occurred changes especially in the UV region (190-380 nm) in the graphs of UV-Vis spectroscopy test after radiation. The results showed the increase in transparency percentage that means the transparent samples (A, G, H, I, J and K) were affected by the radiation of artificial sunlight lamp whereas the colored and opaque samples (B, C and D) have no tremendous changes. Nevertheless, there was a noticeable change found in the samples (E and F) during the test.

In this investigation the reasons for obtaining two different results in UV-Vis spectroscopy test before and after radiation were not included because the exact composition of the samples as well as the parameters of manufacturing process were unknown. The information provided was the total number of layers and the name of main polymers of the samples, which was not sufficient to find out the reasons for these changes. It would be interesting to use infra red (IR) spectroscopy to find out the functional groups of the polymers.

The applications of the tested multilayer films can be both indoors and outdoors but the mechanical strength of the films are found to be very strong for all the films although the structure, thickness, material, color and surface of the multilayer films were not same for all the films. Tensile properties of a multilayer film depend on different factors like specimen thickness, speed of testing, type of grips used and method of preparation. These aspects were wisely controlled during the experiment to obtain the precise results. However the design of the material-testing machine caused some errors in the results. At a certain point of the experiment the graphs were found irregular. The grip could not move smoothly upward due to the protective glass and screw of the machine. Similarly, the process of cutting the samples in a required length and width with smooth border by scissor and scalpel was found very demanding.
13. CONCLUSIONS

From the above analysis it proves that the properties of multilayer films are affected by the various factors though they have same layers and same polymer. The thickness, color, additives, amount of resins and chemical composition are responsible in making the good quality multilayer films. During the experiment, it was observed that clear and transparent samples (A, G, H, I, J and K) are highly affected by radiation. Those samples were found to be flexible and have lower tensile strength. The other white, opaque and printed films (E and F) whose tensile strength was found higher than the transparent films were appeared declined in quality after radiation. Likewise, other samples (B, C and D) stayed almost unchanged after radiation test and the samples were found to have high tensile strength.

The error may include in the method of preparation of sample for tensile test method because the exact equipment was not available to prepare the samples due to which the results might not be precise. It was a challenging task to cut the samples in a proper way by the help of scissor and scalpel.

Since the reasons for loss of transparency and chemically degradation material in the samples were unidentified in this research due to the lack of information about the chemical composition of the samples. It could be the topic of research to the students who is interested in this field to find out the reason for these changes.

When two or more properties cannot be found in a single material then separate material are used in design to make a complete final product. Similar or different kinds of polymers can be combined to make a particular multilayer film according to the requirements. The main purpose of manufacturing multilayer films is to provide a new and unique design with low cost including its strength, lifetime and most of the time color of the films depending on its purposes. It could be more attractive for the future researchers to find out the pros and cons about number of layers of films and the additives used in the manufacturing process.
REFERENCES

1. Description on plastic films, http://plastics.americanchemistry.com/Understanding-Plastic-Film retrieved online on 2015.02.28


3. Spraying method, https://books.google.fi/books?id=uUWUBgAAQBAJ&pg=PA177&lpg=PA177&dq=spray+method+in+plastic+films&source=bl&ots=vPutjSWjcT&sig=NLYYCzXwhMxO99wUzK_tIoHkg&hl=en&sa=X&ved=0CDIQ6AEwBGoVChMl04vBstumyAIVAYosCh3V5QMh#v=onepage&q=spray%20method%20in%20plastic%20films&f=false retrieved online on 2015.01.10

4. Figure of coextrusion process, http://www.sekisuitape.com/eng/product/purposes/electronics/doc/1191356_7669.htm retrieved online on 2015.01.10

5. Figure of blown film extrusion process, http://www.barrierbac.com/process.html retrieved online on 2015.01.10

6. Figure of spraying method, http://www.mechanicatech.com/Plastics/contactmolding.html retrieved online on 2015.08.14


8. Definition and properties of polymers, http://plastics.americanchemistry.com/Education-Resources/Plastics-101/The-Basics-Polymer-Definition-and-Properties.html#characteristics retrieved online on 2015.03.28


11. Physical properties of thermoplastics, http://www.engineeringtoolbox.com/physical-properties-thermoplastics-d_808.html retrieved online on 2015.03.01
12. The Dow Chemical Company report, Description of PVDC, updated on 2013.05.20
   http://msdssearch.dow.com/PublishedLiteratureDOWCOM/dh_08d2/0901b803808d290d.pdf?filepath=productsafety/pdfs/noreg/233-00251.pdf&fromPage=GetDoc retrieved online on 2015.03.01

13. Types of plastic resins, http://extension.psu.edu/publications/e-9 retrieved online on 2015.03.01

14. Description of UV-Vis spectroscopy,
   https://www2.chemistry.msu.edu/faculty/reusch/VirtTxtJml/Spectrpy/UV-Vis/spectrum.htm retrieved online on 2015.07.17

15. Structure of ethylene and polyethylene,
   http://www.plasticmoulding.ca/polymers/polyethylene.htm retrieved online on 2015.08.19

16. Structure of ethylene and polyethylene,
   http://www.plasticmoulding.ca/polymers/polyethylene.htm retrieved online on 2015.08.19

17. Structure of polyethylene terephthalate
   http://www.britannica.com/science/polyethylene-terephthalate retrieved online on 2015.08.19

18. Optical properties of plastics,
   https://books.google.fi/books?id=hICiPVtcAYC&pg=SA2-PA78&dq=optical+properties+plastics&hl=en&sa=X&ved=0CE0Q6AEwCWoVChMI_MvEsMjixwIVKNVCh0n3gLd#v=onepage&q=optical%20properties%20plastics&f=false retrieved online on 2015.08.19

19. Optical property of polymers,
   https://books.google.fi/books?id=02m4BAAQBAJ&pg=PA76&lpg=PA76&dq=optical+properties+and+chemical+structure+of+polymers&source=bl&ots=HzE-6KYip9&sig=JH67nTUHx8bx3mPZMdX8TcEF2yk&hl=en&sa=X&ved=0ahUKEwiVjbySmKbJAhUCCCwKHZMKBhQQ6AEIxDAJ#v=onepage&q=optical%20properties%20and%20chemical%20structure%20of%20polymers&f=false retrieved online on 2015.08.19

20. JASCO, V-670 UV/VIS/NIR spectrophotometer specifications, February 2010, pg. 9-10
21. Figure of spectrophotometer, http://plasticphotovoltaics.org/lc/characterization/lc-advanced-c/lc-uvvis.html retrieved online on 2015.07.17

22. Operation manual solar test 1200, 
file:///Users/reetakarki/Downloads/BA%20SolarTest%201200%20einzelansteuerung%20eng%20%20%20%20(1).pdf retrieved online on 2015.10.08

23. Mechanical properties of polymers, http://pslc.ws/macrog/mech.htm#real, retrieved online on 2015.08.01

24. Figure of testometric material testing machine, Photographed by me (Reeta Karki) on 24.03.2016


26. Additives used to prevent aging,
http://www.bpf.co.uk/plastipedia/additives/default.aspx, retrieved online on 2016.01.02

27. Additives used to prevent aging,
http://www.wisegeek.org/what-is-anodized-aluminum.htm, retrieved online on 2016.01.02
# TABLES

Table 1: Description of radiation

<table>
<thead>
<tr>
<th>Date</th>
<th>Day</th>
<th>Samples</th>
<th>Starting Time</th>
<th>Ending Time</th>
<th>Total Hours</th>
</tr>
</thead>
<tbody>
<tr>
<td>29.09.2015</td>
<td>Tuesday</td>
<td>B, C, D</td>
<td>14:20</td>
<td>20:20</td>
<td>6</td>
</tr>
<tr>
<td>06.10.2015</td>
<td>Tuesday</td>
<td>A, B, C, D, E, F, G, H, I, J, K</td>
<td>11:15</td>
<td>17:15</td>
<td>6</td>
</tr>
</tbody>
</table>
FIGURES

1.

Figure 1: Samples tested in radiation
Figure 2: UV-Vis spectroscopy of sample A and G-K before radiation
Figure 3: UV-Vis spectroscopy of sample A and G-K after radiation.
Figure 4: UV-Vis spectroscopy of sample B, C and D before radiation
Figure 5: UV-Vis spectroscopy of sample B, C and D after radiation
Figure 6: UV-Vis spectroscopy of sample E, F and (B-D) before radiation
Figure 7: UV-Vis spectroscopy of sample E, F and (B-D) after radiation
Figure 8: Data and graph of sample A (PP/PE, 5 layers) plotted at 50 mm/min in display monitor.
Figure 9: Data and graph of sample B (PE, 3 layers) plotted at 50 mm/min in display monitor.
Figure 10: Data and graph of sample C (PE, 3 layers) plotted at 50 mm/min in display monitor
Figure 11: Data and graph of sample D (Unknown, 7 layers) plotted at 50 mm/min in display monitor
### Table 1: Test Results

<table>
<thead>
<tr>
<th>Test No</th>
<th>Elong. @ Break (mm)</th>
<th>Elong. @ Yield (mm)</th>
<th>Force @ Break (N)</th>
<th>Force @ Yield (N)</th>
<th>Strain @ Peak (%)</th>
<th>Strain @ Yield (%)</th>
<th>Strain @ Break (%)</th>
<th>Stress @ Peak (N/mm²)</th>
<th>Stress @ Yield (N/mm²)</th>
<th>Stress @ Break (N/mm²)</th>
</tr>
</thead>
<tbody>
<tr>
<td>4</td>
<td>61.236</td>
<td>8.009</td>
<td>36.500</td>
<td>42.590</td>
<td>33.415</td>
<td>4.449</td>
<td>34.020</td>
<td>19.651</td>
<td>13.629</td>
<td>11.690</td>
</tr>
<tr>
<td>5</td>
<td>64.862</td>
<td>17.955</td>
<td>-16.880</td>
<td>47.520</td>
<td>20.490</td>
<td>9.919</td>
<td>36.034</td>
<td>17.171</td>
<td>15.306</td>
<td>-5.452</td>
</tr>
<tr>
<td>Mean</td>
<td>50.354</td>
<td>12.625</td>
<td>4.364</td>
<td>43.600</td>
<td>21.825</td>
<td>7.014</td>
<td>31.386</td>
<td>17.039</td>
<td>13.952</td>
<td>1.096</td>
</tr>
<tr>
<td>Max</td>
<td>64.862</td>
<td>17.955</td>
<td>36.500</td>
<td>48.450</td>
<td>33.415</td>
<td>9.919</td>
<td>36.034</td>
<td>19.651</td>
<td>15.504</td>
<td>11.690</td>
</tr>
</tbody>
</table>

**Figure 12:** Data and graph of sample E (PET+PE, 1+3 layers) plotted at 50 mm/min in display monitor
Figure 13: Data and graph of sample F (PE, 3 layers) plotted at 50 mm/min in display monitor.
Figure 14: Data and graph of sample G (PE, 1 layer) plotted at 50 mm/min in display monitor
Figure 15: Data and graph of sample H (PE, 3 layers) plotted at 50 mm/min in display Monitor
Figure 16: Data and graph of sample I (PE, 3 layers) plotted at 50 mm/min in display monitor.
Figure 17: Data and graph of sample J (PE, 3 layers) plotted at 50 mm/min in display monitor.
Figure 18: Data and graph of sample K (PE, 3 layers) plotted at 50 mm/min in display monitor
APPENDIX/APPENDICES

10. TECHNICAL DATA SHEET Osram

Technical Information
No. FO 4998
Edition: 11/99 - subject to change
Subsidaries: O299
Norm: valid

Product and operation description

OSRAM metal halide lamps are lamps of the families Hm®, HTP® and VHP® for DC and or AC operation in which the light arc burns in an atmosphere of rare earth elements, halogen and mercury vapour at high pressure. The lamps are available in wattages ranging from 35 W to 12000 W. The families named above includes Hm®, HTR®, HSD® and HMD® lamps.

In cold lamps of higher wattage (i.e. at room temperature) metallic droplets of mercury can be seen in the lamp bulb. During operation of the lamp the mercury vapours due to heating of the discharge tube (lmp body) and the gas between the electrodes approaches temperatures of up to 19,000 °C. The temperature of the discharge tube reaches approximately 800-900 °C. After the lamp is in thermal equilibrium (1 to 10 minutes after ignition), the vaporized mercury gives rise to a pressure up to 200 times the atmospheric pressure.

Health hazards

Inhaling vapour or small particles of mercury or its compounds can be harmful to lung, kidney and nervous system. Injuries to one's health can also arise by penetration of the skin or ingestion via the gastro-intestinal tract.

Lamp breakage

In the rare case that metal halide lamps break or burst and the mercury content is released, we recommend to consult the following security instructions:

- All persons should leave the surrounding area at once, in order that no mercury is inhaled.
- The area should be ventilated thoroughly (at least 20 to 30 minutes).
- After the lamp housing or unitary has cooled, any mercury residue should be picked up with a special dusting cloth. The surfaces should be cleaned with a suitable cleaning agent.

Disposal of Metal halide lamps

Metal halide lamps contain specific quantities of potentially harmful substances (such as mercury, see table). Therefore, they must be treated as special waste in accordance with the relevant national regulations.

OSRAM contact

If you need any further information please contact your local Osram representatives or the Photo-Optics division, Marketing department at Berlin / Germany:

- Phone: 0049 30 / 3306 2124
- Telex: 0049 30 / 3306 2124
- E-mail: 0049 30 / 3306 2124

Mercury loadings of OSRAM Hm® and HTP® lamp families

<table>
<thead>
<tr>
<th>Wattages</th>
<th>Mercury [mg]</th>
</tr>
</thead>
<tbody>
<tr>
<td>≤ 250 W versions</td>
<td>max. 40</td>
</tr>
<tr>
<td>500 W to 700 W versions</td>
<td>max. 120</td>
</tr>
<tr>
<td>1200 W to 2500 W versions</td>
<td>max. 160</td>
</tr>
<tr>
<td>4000 W to 6000 W versions</td>
<td>max. 400</td>
</tr>
<tr>
<td>12 kW to 18 kW versions</td>
<td>max. 1100</td>
</tr>
</tbody>
</table>

Mercury loadings of OSRAM VHP® lamps

<table>
<thead>
<tr>
<th>Wattages</th>
<th>Mercury [mg]</th>
</tr>
</thead>
<tbody>
<tr>
<td>≤ 120 W versions</td>
<td>max. 10</td>
</tr>
<tr>
<td>150 W to 300 W versions</td>
<td>max. 20</td>
</tr>
<tr>
<td>≥ 1200 W versions</td>
<td>max. 150</td>
</tr>
</tbody>
</table>

53
2. HAZARDS

The safety systems and safety notes described and contained in these Operating Instructions must be observed. Operation is from electrical operating panels (circuit cabinet, PC, fixed operator panel). Keep the area in and around the equipment and the operator workstations free of objects during operation to permit unimpeded access at all times.

Note pinch points during work related to set-up, maintenance and repairs.

Note electrical hazards during work related to set-up, maintenance and repairs.

Heated components (hot surfaces) present a burn hazard. Wear proper personal protective equipment, e.g., protective gloves.

When entering the test chamber during solar simulation be aware of the hazard represented by UV radiation as well as glare. Always wear appropriate eye protection and personal protective equipment.

Operational measures must be taken to ensure that no personnel is in the test chamber during tests with the lamps switched on.

- Time spent in the test area should be kept to an absolute minimum while the equipment is operating.
- If the test area must be entered, a safety helmet and personal protective equipment must be worn and appropriate tools and aids must be employed to either completely avoid direct entry into the zone of most intense radiation or to strictly limit the
The personal protective equipment must protect the entire head and, in particular, the eyes. The faceplate must be heavily tinted or sunglasses must be worn in order to protect eyes against the high levels of light. The faceplate or sunglasses must be able to filter out all UV radiation.

Caution when working on the equipment if bulbs have exploded. This may result in the release of mercury vapors.

Health hazards
Inhalation of mercury or mercury compounds in the form of vapor or dust will result in lung, kidney, and nerve damage. Aside from inhalation, mercury can also enter the system through contact with the skin (penetration) or through the gastrointestinal tract (consumption, resorption) and result in health damage. Always follow the instructions provided in the “Mercurisorb-Roth” booklet together with the material safety data sheets it contains as well as the safety information related to the operation of mercury halide lamps provided by “Qvarn”.

These documents are included in the “Technical Documentation”.